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DESCRIPTION AND APPLICATION 

Drop fibre-optic cable for indoor installations in FTTH systems. It provides high mechanical protection 

and low macro-bend and micro-bend losses. 

CONSTRUCTION 

1. Central PBT dry tube. 
2. Optical fibres according to ITU G.657A2. 
3. Aramid yarns as traction-resistant reinforcement. 
4. Ivory coloured LSZH compound. 
 Markings: 
CABLESCOM / Year /Cable Type designation/ Number of fibres / Type of fibre /CDC/ 
Tensile performance N /Fabrication Number / Length markings 

Fibre Num. Diameter (mm)  Weight (kg/km) 

4 2.8 ± 0.3 9 ± 0.5 

 

PRODUCT INFORMATION 
 

Fibre colour code: Red – Green – Yellow - Blue. Other colours under request. 

Tube colour code: White. Other colours under request. 

Optical fibre characteristics: See Annexes – Optical fibre characteristics. 

 

Mechanical characteristics Standard Test conditions 

Tensile strength (∆ε<0.50 %) UNE-EN 60794-1-2, Met.E1A 400 N 

Crush resistance (∆α<0.05 dB) UNE-EN 60794-1-2, Met. E3 500 N 

Curvature (∆α<0.05 dB) UNE-EN 60794-1-2, Met.E11 R = 5 x cable diameter 

Impact resistance (∆α < 0.05 dB) UNE-EN 60794-1-2, Met E4 2J/ radius 300 mm 

Temperature cycling (operation, ∆α<0.05 dB) UNE-EN 60794-1-2, Met. F1 -20ºC / +60ºC 

Flame propagation UNE-EN 60332-1 
 

Smoke acidity of combustion gases UNE-EN 60754-2 
 

Smoke density UNE-EN 61034-2 
 

 


