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Cable blowing machine

Blue Dragon Jet 
Mini

BDJ MINI cable blowing machine is dedicated for last miles of FTTH network. Very effective, versatile and
easy to use. The blowing machine is equipped with sleeves (bushings) allowing blowing micro cables from
0.8 mm up. This manual unit is motorless, so it requires external power source, e.g. a cordless drill/driver. The
roller drive (feeder) is equipped with removable rubber bands, which can be easily exchanged once they wear
off. Also available: BDJ MINI Counter + with a length counter meter (mechanical or electronic).

BDJ  Mini  accessories  set  includes  seals  and  bushings  for  every  diameter  of  micro  cable  in  machine's  range  (1.5,2.5,3.5,
4.0,5.0,6.0,7.0,8.0,8.5,9.0,9.5 mm), as well as seals and bushings for micro ducts (5.0,7.0,10,12,14,16 mm)

*** Warranty 3 years!!! ***
Technical data BDJ MINI

Micro cable diameter 0.8 – 10 mm

Micro tube diameter 5.0 – 16 mm

Blowing distance / max 1000 m 

Blowing speed / max 110 m/min

 Work pressure / max 15 bar

Dimensions of the unit  /L x W x H/ 260 x 150 x 230mm /weight approx. 4kg

     Dimensions of the transport trunk  450 x 350 x 280mm /weight approx.10kg

     

    Available accessories inside the set

 Lubricant PRELUBE 5000 (240 ml)
 Micro duct cutter
 Set of bushings
 Set of gaskets
 Set of Allen keys
 Socket wrench
 Spare rubber bands for the roller drive 
 Air hose 

Required compressor’s efficiency
micro ducts up till 8mm -0,8m3/min
micro ducts 8-12mm -1,0m3/min
micro ducts 12-16mm - 1,5m3/min 
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Available models:  BDJ MINI/ MINI COUNTER +

BDJ Mini accessories set

Seals and bushings, air hose10m 
for compressor connection, hex 
keys, socket wrench

BDJ Mini (MINI COUNTER +)
 with mechanical counter
displays blown cable length 

with electronic counter
digital screen displays blown cable 
length and blowing speed 

BDJ Mini C+ with a mechanical
counter

BDJ Mini  C+ with an electronic
counter

****Our recommendations!****

Tripod-  handy tool to stabilize the unit and work conveniently. 

Prelube liquids – reduce friction and extend the blowing distance

Bullets for micro duct calibration (5, 7, 8mm)
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