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Front Panel Features 

Feature Description 

Controls Power/Standby 

Indicators Network signal (SIG, green), HDTV (HD, blue), Record (REC, 
red), Power/Standby (green/red) 

Connections In USB (ISB2200 Series only) 

Color Black chassis, black lens, white text 

Back Panel Features 

Feature Description 

Standard 

Connections In 10/100BASE-T Ethernet, Infrared (IR) extender, USB 
(ISB2000 Series only), 15 VDC (ISB2000 Series)/12 VDC 
(ISB2200 Series), eSATA 

Connections 
Out 

SCART (optional on ISB2000 and ISB2200 Series), analog 
left and right audio, composite video, S-video, optical digital 
audio (S/PDIF), HDMI digital audio-video (AV) 

Power Input ● 100-240 VAC, 50/60 Hz; External 15 VDC/1 A 15 W
(ISB2000 Series)

● 100-240 VAC, 50/60 Hz; External 12 VDC/1.67 A 20 W
(ISB2200 Series)

Product Specifications 

Specification Value 

Audio/Video Outputs 

Inputs and 
Outputs 

SCART (optional), analog left and right RCA, composite 
video, S-video, optical digital audio (S/PDIF), HDMI 

Available Video 
Decoders 

MPEG-2 MP@ML, MP@HL, MPEG-4 Part 10/H.264 
MP@L4.1, HP@L4.1, SMPTE VC-1 AP@L3, MP@HL 

Available Audio 
Decoders 

MPEG 1 Layer II (Musicam), Dolby Digital™ (AC-3), Dolby 
Digital Plus, MPEG 4 AAC and AAC-HE, MP3, WMA, WM9 
Pro 

Available 
Security 

AES, DES, CSA, RSA support with private/public key, 
Macrovision® copy protection, HDCP copy protection 

Display Streams One SD or one HD plus multiple PIPs 

Memory/Storage 

Unified DRAM 256 MB to 512 MB 

Application 
Flash 

64 MB minimum (0 MB minimum for DVR) 

Specification Value 

Boot Flash 4 MB minimum 

Internal Hard 
Drive (DVR 
models only) 

Up to 320 GB 

Processor 

Application/CPU 400 MHz, dual-core 32-bit processor (aggregate 1000 
DMIPS) 

Power Supply Options 

Power Supply ● 100-240 VAC, 50/60 Hz; External; 15 VDC/1 A 15 W
(ISB2000 Series)

● 100-240 VAC, 50/60 Hz; External; 12 VDC/1.67 A 20 W
(ISB2200 Series)

Dimensions 

Product 
(WxDxH) 

● ISB2000 Series: 230 mm x 152 mm x 43 mm (9.06 in. 
5.98 in. x 1.7 in.)

● ISB2200 Series: 230 mm x 152 mm x 51 mm (9.06 in. 
5.98 in. x 2.00 in.)

Approximate 
Product Weight 
(includes power 
supply) 

● 614 g (1 lb 6 oz) with a 15 W European wall-mount 
power supply (ISB2000 Series)

● 672 g (1 lb 8 oz) with a 20 W wall-mount power supply 
(ISB2200 Series DVR)

Environment Specifications 

Placement Locate with at least 5.08 cm (2 in.) of open space above and 
on each side 

Operating 
Temperature 

0º to 40ºC (32º to104ºF) during operation 

Compliance UL/FCC, CE/CB, RoHS, WEEE 

Remote Control 

Remote Control 
Support 

Infrared 


