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Copper Patch Panels

Keystone Blank Patch Panels
24 Port UTP Blank Patch Panel 1U

Overview
Canovate 24 port blank patch panel can be used with any standard keystone 
jacks including CAT5e, CAT6, CAT6A UTP. Modular design allows to install any 
number of keystone jacks with ease.

Highlights
• 1U size 24 port blank patch panel, can be used in standard 19” cabinet.
• Compatible with all UTP Unshielded Connectors.
• Provides 24 open ports in 1RMS for high density applications.
• Includes rear cable management to facilitate proper bend radius of cable

Applications

• 100 Base-TX
• 100 Base-T
• 100VG-Any LAN
• 1000 Base-T (Gigabit Ethernet)
• 1000 Base-TX
• 10G Base-T

Part No Type

KU0-0-PPBL24-0-R45-2 24 Port Blank UTP Patch Panel, 1U, Black

KU0-0-PPBL48-0-R45-2 48 Port Blank UTP Patch Panel, 1U, Black

24 Port FTP Blank Patch Panel 1U

Overview
Canovate 24 port blank patch panel can be used with any standard keystone 
jacks including CAT5e, CAT6, CAT6A FTP. Modular design allows to install any 
number of keystone jacks with ease.

Highlights
• 1U size 24 port blank patch panel, can be used in standard 19” cabinet.
• Compatible with all ICC shielded Connectors.
• Provides 24 open ports in 1RMS for high density applications.
• Includes rear cable management to facilitate proper bend radius of cable

Applications

• 100 Base-TX
• 100 Base-T
• 100VG-Any LAN
• 1000 Base-T (Gigabit Ethernet)
• 1000 Base-TX
• 10G Base-T

Type

24 Port Blank FTP Patch Panel, 1U, Black


