
Hersteller
AXING AG 
Gewerbehaus Moskau

 8262 Ramsen

EWR-Kontaktadresse
Bechler GmbH
Am Rebberg 44

 78239 Rielasingen

Stand 2020-08-25
Technische Verbesserungen, Änderungen im Design, Druckfehler und Irrtümer 
vorbehalten.

SPU 996-09 | SPU 998-09
SPU 9912-09
SPU 9918-09/-19
premium-line

Kaskadenbausteine
Betriebsanleitung

Technische Daten

Sicherheitshinweise:
 � Die Installation des Geräts und Reparaturen am Gerät sind ausschließlich 
vom Fachmann unter Beachtung der geltenden Richtlinien durchzufüh-
ren. Bei nicht fachgerechter Installation und Inbetriebnahme wird keine 
Haftung übernommen.

 � Vor der Handhabung des Gerätes Stromzufuhr unterbrechen, sonst 
besteht Lebensgefahr. Dies gilt auch, wenn Sie das Gerät reinigen oder 
an den Anschlüssen arbeiten.

 � Sofern eine austauschbare Sicherung vorhanden ist, vor dem Wechsel der 
Sicherung Netzstecker ziehen. Defekte Sicherungen nur durch normge-
rechte Sicherungen des gleichen Nennwertes ersetzen.

 � Das Gerät nur in trockenen Räumen betreiben. In feuchten Räumen oder 
im Freien besteht die Gefahr von Kurzschlüssen (Achtung: Brandgefahr) 
oder elektrischem Schlägen (Achtung: Lebensgefahr).

 � Um Beschädigungen am Gerät selbst oder an Peripheriegeräten vorzu-
beugen, Gerät nur auf flachen Oberflächen montieren. 

 � Montage- bzw. Aufstellort so wählen, dass Kinder nicht unbeaufsichtigt 
am Gerät und dessen Anschlüssen spielen können. 

 � Der Montage- bzw. Aufstellort muss eine sichere Verlegung aller an-
geschlossenen Kabel ermöglichen. Angeschlossene Kabel dürfen nicht 
durch irgendwelche Gegenstände beschädigt oder gequetscht werden.

 � Unbedingt darauf achten, dass Kabel nicht in die Nähe von Wärmequel-
len (z.B. Heizkörper, andere Elektrogeräte, Kamin etc.) kommen.

 � Montage- bzw. Aufstellort wählen, an dem unter keinen Umständen 
Flüssigkeiten oder Gegenstände in das Gerät gelangen können (z. B. 
Kondenswasser, Dachundichtigkeiten, Gießwasser etc.) 

 � Gerät niemals direkter Sonneneinstrahlung aussetzen. Direkte Nähe 
von Wärrmequellen (z. B. Heizkörper, andere Elektrogeräte, Kamin etc.) 
vermeiden. 

 � Kühlkörper oder Lüftungsschlitze keinesfalls abdecken oder verbauen. Für 
eine großzügig bemessene Luftzirkulation um das Gerät sorgen. Damit 
verhindern Sie mögliche Schäden am Gerät sowie Brandgefahr durch 
Überhitzung. 

 � Bei Beschädigung Stromzufuhr zum Gerät sofort unterbrechen.
 � Unternehmen Sie keine Reparaturversuche. Dieses Gerät ist ausschließ-
lich durch qualifiziertes Servicepersonal zu warten oder zu reparieren. 
Kontaktieren Sie Ihren Händler für weitere Informationen. 

 � Das Gerät nicht öffnen. 
 � Zur Demontage immer zuerst den Netzstecker ziehen und das Stromver-
sorgungskabel vom angeschlossenen Gerät trennen.

CE-Konfirmationserklärung
Hiermit erklärt AXING AG, dass das Gerät den Anforderungen der Richtlinie 2014/53/
EU entspricht. Die vollständige EU-Konformitätserklärung ist unter der folgenden 
Internetadresse abrufbar: https://axing.com/downloads/ce/. 

WEEE Nr. DE26869279 | Elektrische und elektronische Komponenten nicht mit dem 
Restmüll, sondern separat entsorgen.
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Verwendungsbereich:
Die Geräte sind ausschließlich für den Einsatz zum Verteilen von Radio- und 
Fernsehsignalen im Haus geeignet! Wird das Gerät für andere Einsätze ver-
wendet, wird keine Garantie übernommen!
Mit den Kaskadebausteinen können 8 SAT-ZF-Polarisationsebenen inklusive 
terrestrischer Signale (z.B. FM, DAB+, DVB-T/T2) auf mehrere SAT-Receiver 
verteilt werden. 
SPU 996-09 = 6 Receiver
SPU 998-09 = 8 Receiver
SPU 9912-09 = 12 Receiver
SPU 9918-09/-19 = 18 Receiver.

Potentialausgleich und Montage:
Zur Vermeidung gefährlicher Überspannungen (Achtung: Brand-/Lebensgefahr), 
müssen die Geräte gemäß EN 60728-11 am Potentialausgleich angeschlossen 
werden.

 � Um den Außenleiter der Koaxialkabel am Potentialausgleich anzuschließen, 
verwenden Sie z. B. QEW-Erdungswinkel an den  Ein- und Ausgängen. 

 � Verwenden Sie die dem Gerät beiliegenden Montageschrauben und die 
Montagelöcher am Gerät (6). 

6

HF-Anschluss:
Hinweis: Für ein Kaskadesystem mit den Kaskadebausteinen benötigen Sie 
einen der Multischalter SPU 96-09, 910-09 oder 916-09 bzw. einen Kopfver-
stärker SVS 990-09. 

 � Beachten Sie bei der Inbetriebnahme des Multischalters oder des Kopfver-
stärkers dessen Betriebsanleitung.

 � Verbinden Sie die Ausgänge der Multischalter mit den Eingängen der 
Kaskadebausteine. Verwenden Sie F/F-Quickfix-Adapter CFA 4-01 (nicht im 
Lieferumfang), damit können Sie die Geräte einfach aufeinander stecken 
(1 bis 3) .

 � Wenn Sie mehrere Kaskadebausteine verwenden, schließen Sie die Aus-
gänge des Kaskadebausteins an den Eingängen eines weiteren Kaskade-
bausteins an usw. Hinweis: Abhängig vom Anlagenaufbau (Pegelverlusten), 
sind beim Einsatz mehrerer Kaskadebausteine weitere Multischalter zur 
Verstärkung der Durchgangssignale nötig (4).

 � Schließen Sie die Ausgänge des letzten Kaskadebausteins mit den beim 
Multischalter beiliegenden Abschlusswiderständen CFA 11-00 ab (5).

 � Verbinden Sie die seitlichen Teilnehmeranschlüsse mit den Antennen-
steck-dosen. Verwenden Sie für alle HF-Verbindungen Koaxialkabel mit 
F-Compressionsstecker. Passende Kabel und Stecker finden Sie im aktuellen 
AXING-Katalog oder unter www.axing.com.
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Manufacturer
AXING AG 
Gewerbehaus Moskau

 8262 Ramsen

EEA contact address
Bechler GmbH
Am Rebberg 44

 78239 Rielasingen

State of the art 2020-08-25
Technical improvements, changes in design, printing- and other errors expected.

SPU 996-09 | SPU 998-09
SPU 9912-09
SPU 9918-09/-19
premium-line

Cascade Units
Operation Instructions

Technical data:

Safety advices:
 � Installation and repairs to the equipment may only be carried out by 
technicians observing the current guidelines. No liability will be assumed 
in the case of faulty installation and commissioning.

 � Before handling the device, disconnect the power supply, otherwise there 
is danger to life. This also applies if you clean the device or work on the 
connections.

 � If a replaceable fuse is available, pull the mains plug before changing 
the fuse. Replace damaged fuses only with standard fuses of the same 
nominal value.

 � The equipment may only be operated in dry rooms. In humid rooms or 
outdoors there is danger of short-circuit (caution: risk of fire) or  
electrocution.

 � To prevent damage to your equipment and to avoid possible peripheral 
damages, mount the device only on flat surfaces. 

 � Choose the location of installation or mounting such that children may 
not play unsupervised near the equipment and its connections. 

 � The location of installation or mounting must allow a safe installation of 
all cables connected. Connected cables must not be damaged or crushed 
by any objects.

 � Absolutely avoid that cables come near any source of heat (e.g.  
radioators, other electrical devices, chimney, etc.).

 � Choose the location of installation or mounting so that under no  
circumstances liquids or objects can get into the equipment (e.g.  
condensation, water coming from leaking roofs or flowing water, etc.).

 � Avoid exposure of the equipment to direct sunlight and to other heat 
sources (e. g. radiators. other electrical devices, chimney, etc.). 

 � Devices that are equipped with heat sinks or ventilation slots must under 
no circum-stances be covered or blocked. Also ensure for a generous air 
circulation around the equipment. In this way you avoid possible damage 
to the equipment as well as a risk of fire caused by overheating. 

 � In case of damage, interrupt the power supply immediately.
 � Do not try to repair the device. This device should only be serviced or 
repaired by qualified service personnel. Contact your distributor for more 
information.

 � Do not open the device.
 � For disassembly always pull the mains plug first and disconnect the 
power supply cable from the connected device. 

CE Confirmation Declaration
Hereby, AXING AG declares that the device is in compliance with Directive 2014/53/EU. 
The full text of the EU declaration of conformity is available at the following internet 
address: https://axing.com/en/downloads/ce/. 

WEEE Nr. DE26869279 | Electrical and electronic components must not be disposed of 
as residual waste, it must be disposed of separately.

Ty
pe

SP
U

 9
96

-0
9

SP
U

 9
98

-0
9

SP
U

 9
91

2-
09

SP
U

 9
91

8-
09

SP
U

 9
91

8-
19

In
pu

ts
N

um
be

r
9

Fr
eq

ue
nc

y 
ra

ng
e

5…
65

 M
Hz

 | 
85

…
86

2 
M

Hz
 | 

95
0…

22
00

 M
Hz

Su
bs

cr
ib

er
 p

or
ts

N
um

be
r

6
8

12
18

18
Ta

p 
lo

ss
 T

ER
R

20
 d

B
22

 d
B

25
 d

B
28

 d
B

25
…

29
 d

B
Ta

p 
lo

ss
 S

AT
19

…
16

 d
B

19
…

16
 d

B
19

…
16

 d
B

21
...

18
 d

B
-

Ta
p 

lo
ss

 S
AT

 a
ct

iv
e

-
-

-
-

6.
..3

dB
Is

ol
at

io
n

>
26

 d
B

Sw
itc

hi
ng

 is
ol

at
io

n
>

26
 d

B
M

ax
. o

ut
pu

t l
ev

el
  S

AT
 (3

rd
 o

r-
de

r S
AT

 E
N

 5
00

83
-3

 3
5d

B 
KM

A,
 2

 s
en

de
r t

es
t m

et
ho

d)
-

-
-

-
98

 d
Bµ

V

Cu
rr

en
t c

on
su

m
pt

io
n 

pe
r p

or
t (

w
ith

ou
t L

N
B 

su
pp

ly
)

-
-

-
-

55
 m

A
Tr

un
k 

ou
tp

ut
s

N
um

be
r

9
Th

ro
ug

h 
lo

ss
 T

ER
R

5 
dB

5 
dB

5 
dB

6 
dB

7 
dB

Th
ro

ug
h 

lo
ss

 S
AT

2.
..5

 d
B 

2.
..5

 d
B 

3.
..6

 d
B

3.
..7

 d
B

3.
..7

 d
B

Is
ol

at
io

n
>

30
 d

B
Re

je
ct

io
n 

(S
AT

 | 
TE

RR
)

>
40

 d
B

Co
nn

ec
to

rs
Co

nn
ec

to
r t

yp
e

F
G

en
er

al
O

pe
ra

tin
g 

te
m

pe
ra

tu
re

 ra
ng

e 
(a

cc
. t

o 
EN

 6
00

65
)

-2
0…

+
50

°C
Di

m
en

si
on

s 
(W

 ×
 H

 ×
 D

) a
pp

r.
23

0 
×

 1
25

 ×
 4

0 
m

m
23

0 
×

 1
45

 ×
 4

0 
m

m
23

0 
×

 1
80

 ×
 4

0 
m

m
23

0 
×

 2
55

 ×
 4

0 
m

m
23

0 
×

 2
55

 ×
 4

0 
m

m
W

ei
gh

t
0,

60
6 

kg
0,

70
0 

kg
0,

87
0 

kg
1,

13
5 

kg
0,

98
0 

kg



Field of application:
The devices are only suitable for in-house distribution of RF signals! If the 
device is used for other purposes, no warranty is given!
With the cascading units 8 SAT IF polarization levels including terrestrial sig-
nals (e.g. FM, DAB+, DVB-T/T2) can be distributed to several SAT receivers. 
SPU 996-09 = 6 receivers
SPU 998-09 = 8 receivers
SPU 9912-09 = 12 receivers
SPU 9918-09/-19 = 18 receivers

Equipotential bonding and Mounting:
To avoid dangerous power surges (e.g. risk of fire and danger of life) the 
devices must be connected to the equipotential bonding according to EN 
60728-11.

 � To connect the outer conductor of the coaxial cable to the equipotential 
bonding, use e.g. QEW Earthing angles at the inputs and outputs of the 
device. 

 � Use the included mounting screws and the mounting holes of the device 
(6).

6

RF-Installation:
Note: For a cascading system with the cascade units you need a multiswitch 
SPU 96-09, 910-09 or 916-09 or a head amplifier SVS 990-09. 

 � Please note when installing these multiswitches or head amplifier the 
appropriate operation instructions.

 � Connect the outputs of the multiswitch to the inputs of the cascade unit. 
Use F/F Quickfix adapters CFA 4-01 (not included in delivery). Using adap-
ters you can easily plug the devices on each other (see 1 to 3). 

 � If you use several cascade units, connect the outputs of the first cascade 
unit to the inputs of the next cascade unit and so on. Note: According to 
the dimensions of your SAT system, you may have to use after some casca-
de units a further multiswitch to amplify the trunk signals (4).

 � Terminate the outputs of the last cascade unit with the resistors CFA 11-00 
you find in the carton box of the multiswitch (5).

 � Connect the subscriber ports on the left and right sides to the antenna so-
ckets. Use highly shielded coaxial cables with F connectors. Suitable cables 
and connectors can be found in the current AXING catalogue or at  
www.axing.com.
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